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RESEARCH MEMORANDUM

INVESTIGATION OF A 0.6 HUB-TIP RADIUS-RATIC TRANSONIC TURBINE
DESIGNED FOR SECONDARY-FLOW STUDY
IV - ROTOR LOSS PATTERNS AS DETERMINED BY HOT-WIRE ANEMOMETERS
WITH ROTOR OPERATING IN A CIRCUMFERENTTIALLY
UNTFORM INLET FLOW FIELD

By Milton G. Kofskey and Hubert W. Allen
SUMMARY,

Circumferential traces of specific-mass-flow varistion for various
radigl positions at the rotor exit were obtained by the use of hot-wire
anemometers. The comparatively uniform flow fleld at the rotor inlet gave
sultable conditions for studylng the secondary-flow behavior through a
rotor blade row with minimlzed induced effects of secondary flow and wake
losses generated by an upstream stator blade row. By supplementing the
traces of specific-mass-flow variations with data obtalned by time-

averaging instruments, the specific-mass-flow data were converted to
values of relative total-pressure ratlo across the turbine rotor.

The combingtlon of low loss near the hub and a high-loss region
along the suctlion side of the blade wake at approximately 25 percent of
the blade height indicated that low-momentum fluid along the hub accumu-
lated along the suction side of the blade because of cross-channel flow
and was then centrifuged toward the tip. Since the rotor blade was designed
for high pressure-surface diffusion near the leading edge where the radi-
ally loward pressure force is greater than the centrifugal force, low-
momentum fluild resulting from high diffusion flowed toward the hub In the
thickened pressure surface boundary layer and contributed to the low-
momentum fluid in the hub boundary layer. The.increase in loss with in-
creasing radisl height from approximately 60 to 95 percent of the blade
helght indicated that the low-momentum fluid in the outer-wall boundary
layer was being "scraped up" by the rotor blade tip.

Results of surveys taken at axisl stations 0.188 and 3.2 inches
downstream of the rotor trasiling edge indicated that low-momentum fluid
originating along the hub in the rotor passage was centrifuged toward the
outer wall as it moved downstream.
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INTRODUCTION

As part of the basic program of determining the sources and signifi-
cance of losses wilthin turbomachines, considersble information has been
obtained on secondary-flow behavior through turbine stator rows at high
and low air velocities (refs. 1 to 3).

The study of secondary-flow behavior in turbine rotor passages, how-
ever, has been accomplished chiefly by smoke flow investigations at low
air and wheel speeds (refs. 3 and 4). The investigation of rotor
secondary-flow phenomena at high air velocities, based on rotor-exit sur-
veys of total pressure, total temperature, and angle such ag reported in
reference 5, has been complicated by two major factors. First, it is
exceedingly difficult to separate upstream gtator blade secondary flows
and weke losses (as well as their effects) from losses generated by the
rotor blade row. B8econd, low-frequency-response ingtruments used in teking
surveys downstream of rotating blade rows complicate the problem of inter-
preting the results in view of the complex flow behavior.

In the present investigation of the secondary-flow behavior in rotat-
ing blade rows at high air and blade speeds, the problems associated with
upstream stator loss accumulations end high ailr and blade speeds were
greatly simplified by using a semlvaneless stator configuration and hot=
wire anemometers having high frequency response. Results of detalled
surveys (ref. 6) tasken downstream of the semivaneless stator configuration
indicated that stator-exit loss accumulations had been effectively elimi-
nated and therefore gave a flow field at the rotor inlet that was suiteble
for determining the pattern of losses originating in the rotor passage.’

The study of the flow phenomena in the rotor passage boundary layers
requires a knowledge of the instantaneous flow pattern at the rotor dis-
charge. These measurements, as has been stated, are beyond the range of
conventional megsuring instruments because of the limitations of frequency
regponse. Therefora, hot-wire anemometers with high frequency response-
are an ldeal type of instrument for obtaining measurements of the instan-
taneous flow patterns at the rotor discharge.

With the attalnment of-a comparatively uniform flow field at the
rotor inlet and with hot-wire treces of the Instantaneous flow variation
across the rotor passage for various radial positilons, information con-
cerning the flow phenomena in the rotor passage boundary layers was Ob-
talned. The flow characteristlcs through the rotor passage are described
herein, and factors that influence the indicated flow patterns are
discussed.
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SYMBOLS
specific heat at constant pressure, Btu/(1b) (°R)
average value of wire volbtage, volts

difference between instantaneous wire voltage (obbtained from
trace) and average value of wire voltage, volts

value of wilre voltage at zero flow, volts
acceleration due to gravity, 32.2 ft/secz
mechanical equivalent of heat, 778.2 £t-1b/Btu
total pressure, lb/sq by

total temperature, °r

static temperature, °R

blade velocity, ft/sec

sbsolute velocity, ft/sec

ebsolute veloclty obtained from messurements by time-averaging
probes, ft/sec

relative velocity, ft/sec

relative velocity obtained from measurements by time-averaging
probes, ft/sec

absolute discharge angle as measured from sxial direction by
time-averaeging probes, deg

relative discharge angle as measured from axial direction, deg
ratio of specific heats

local efficiency based on measured values of inlet and outlet
total state

density, lb/cu 't

time-average value of mass flow obtained from surveys of total pres-
sure, temperature, and wall static pressure, 1b/(sa ft)(sec)
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A(pV)  difference between pV and instantaneous oV, 1b/(sq ft)(sec)

v flow angle of instantaneous velocity measured from tangential
direction, deg : :

(] flow angle of instantaneous relative velocity measured from tan-
gential direction, deg

Subscripts:

cr conditions at Mach number of 1.0
e tangential direction

1 upstream of rotor

2 dovnstream of rotor

Superscript:

n relative to rotor

APPARATUS AND INSTRUMENTATION

The components of the cold-air test facility, described in reference
6, consligted primarily of inlet piping for combustion air supply, filter
and inlet tanks, turbine test section, discharge collector and piping,
and an eddy current dynamometer. The design and performance of the semi-
veneless stator with a transonic rotor is described in detaill in refer-
ences 6 and 7.

The instrumentation and method of turbine operstion were the same as
described in reference 8, except that an additional survey statlon was
located approximately 0.188 inch downstream of the rotor tralling edge and
the pressure, angle, and temperature surveys were supplemented by a radisl
survey of speclfic mass flow with hot-wire anemometers. The total pressure,
angle, and total temperature were surveyed with a combination probe that
was operasted with a pressure transducer and X-Y recorders.

The hot-wire-anemometer probe used a 0.0002-inch-diameter tungsten
wire with an effective length of 0.080 inch. The axls of the wire was
parallel to the axis of the probe and therefore the hot-wire snemometer
was sengitive to the circumferential and axial velocltieas. A sketch of
the probe is shown in figure 1(a). The hot-wire anemometer was of the
constant-temperature type discussed in reference 9 and had a maximum fre-
quency response of at least 40,000 cycles per second. Therefore, with the
small physical dimensions of the wire and the high frequency response of-
the system, the clear definition of the rotor blade wake was possible.

ot
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A block diagrem of the hot-wire circuit is shown in figure 1(Db).
The hot wire forms one arm of a bridge in which balance is maintalned by
an amplifier as discussed in reference 9. The bridge voltage varlstions
are opserved on the Y-axis of the oscllloscope. The sweep frequency was
synchronized to the rotor frequency by means of a magnetic pickup located
on the dynamometer housing near the rotor shaft.

REDUCTION OF HOT-WIRE DATA

The instantaneous value of pV 1s calculated from hot-wire data by
use of the following equation, which is derived in reference 9:

Alpr) _ _“Lew .

Ev EE-EO

By solving for A(pV)/oV and using values of p and pV from surveys
of total pressure, total tempersture, and wall static pressure and by
neglecting the radlal component, the instantaneous value of gbhsolute ve-
locity V 1is obtained. The static pressure may be assumed constant clir-
cumferentially across the rotor blade wake at any given radius, but the
static temperature in the wake will be between the free-stream value and
the total temperature because of Lurbulence. Therefore, the densifty may
be slightly different in the wake from that in the free stream. However,
the dlfference between the tempersture in the wake and in the free stream
will be so small that the varistions in density scross the rotor exit will
be negligible.

In order to calculate the relative velocity W +the relstive dis-
cherge angle across the rotor blade wake at a given radilus iIs assumed
constant. The relative discharge angle B 1is obtained from the results
of the survey and the rotor speed U. A velocity diagram is shown in
figure 2. Since the relative discharge angle and the rotor speed will
remain constent circumferentially at a given radius, the relative veloclty
can be obtained from the sbsolubte velocity obtained from hot-wire data and
the following equeation:

V sin v
T sin @ &)

Once the relative and absolute velocltlies and total temperature are
known, the relative total-pressure ratio PE/P{ can be calculated. Since

I

P (T%)T-l 2)
’ Py \Tp
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and T
W
TS = +
2 2 2gdey
2
V2
te =Tz - 2gicy
therefore
Tg 1 V% - W% (5)
Ty~ 28Jc,Ty

Substituting equation (3) into equation (2) yields

1
T-
, v - W
v 4
P2 = Fa \' ~ 2z, (2)
At the rotor inlet
o, _r-1_u 2("9)_ U ()
Tl v+ 1 vcr,l Vcr 1 vﬁr,l
and
1
P\
== () (6)
Py \Iz -

Therefore, substitution of equation (5) into equation (6) yields

prop {1-L=l_U 27(’9) __u |{rt (7)
1 1 T+ L Veraf WVer/t Ver,1

Equetions (4) and (7) are expressed in the desired total-pressure ratio
across the rotor as follows:
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x_
T-1
2
_ V2 - v
P P, ZchpTz
T == (8)
1 P)y.r-1_uU l?<?e ) __U ]
T+ 1Vl Ver/t Ver,1

The values of P, U/Vcr,l’ and (Vg/V,.)7 were obtained from previous
surveys taken at design conditions.

Since there was negligible circumferential variation of rotor inlet
total pressure at a glven radlus, 1t was possible to use an average radial
distribution of 1nlet total pressure as a basis for determining relative
total-pressure-loss distributlion in the rotor passages. Since measured
values were used at the rotor inlet, the values of relative pressure
ratio are a good indicstion of rotor blade performance.

RESULTS AND DISCUSSION
Rotor Blade-Wake Traces

Specific-mass-flow traces teken with & radial hot wire located ap-
proxlimately 0.188 inch downstream of the rotor blade trailing edge are
presented in figure 3. Traces are shown from gpproximately 5 to 95 per-
cent of the blade height. As the trace on the oscilloscope screen moves
from left to right across the screen, any losses slong the suction surface
of the blade appear on the left side of the weke of the trace (fig. 3(c)).

Inspection of the specific-mass-flow traces of figure 3 shows that
well-defined rotor blade wakes are obtalned from approximately 20 to 90
percent of the blade height. From spproximately 5 to 10 percent of the
blade helght, the traces show litile veriation. At 20 to spproximately
40 percent and 80 to 90 percent of blade height, there is a mass-flow
deficiency along the suction slde of the blade. From 40 to 60 percent of
the blade height, a deficlency appears on the pressure side of the blade.
Observation of numerous photographs of hot-wlre traces teken with a 16-
millimeter movie camera as the hot-wire probe was moved radially from S0
to 95 percent of the blade height revealed that the loss reglon that
developed adjacent to the wake increased in megnitude with Iincreasing
radlal height. At a radial height of 95 percent, this loss region was
greater in magnitude than the loss in the blade wake.



8 ) NACA RM ES8B27

Relgtive Total-Pressure Ratio

Figure 4 presents a contour plot of relative total-pressure ratio
across the rotor. As was explained previously, the loss distribution in
relative total pressure 8% the rotor exit i1s primarily produced in the
rotor ltsgelf.

A low-loss region is shown from 5 to approximately 15 percent of the
blade height. At approximately 25 percent, there 1s a reglon of low- - =
momentum fluid or high loss along the suction side of the rotor blade.
The low-loss reglon at approximately S to 15 percent of the blade helght
and the region of high loss along the suction side-of the blade at approx-
imately 25 percent of blade height can be explained in the following man-
ner. With relative conditions, low-momentum fluid in the hub boundary
layer flows cross channel from the pressure surface of one blade tc the
suction surface of the adjacent-rotor blede because of-the eross-channel
pressure gradlent and rolls up against the suction surface of the blade.
Since the outward centrifugel forces are greater than the inward radial
pressure forces near the treiling portion of the blade, the region of low-
momentum fluld 1is centrifuged outwerd. Photographs of-smoke flow treces
of cross-channel .flow through stator blade rows are presented in reference
1. With relstive conditions for the rotor blade case, cross-channel flow »
along the hub of a rotor blade row will therefore be similar to that found
along the inner wall of & stabtor blade row. :

As was explained in reference 8, the rotor blade was designed for
relatively high pressure-surface diffusion near the leading edge. This
design can result in thickening of the pressure-surface boundary layer-.
with possible flow separation. Thus, low-momentum fluid resulting from
the high diffusion could flow toward the bhub in the thickened boundary
leyer and contribute to the low-momentum fluid in the hub boundary layer,
since the redial pressure force essociated with the high emount of whirl .
near the leading edge would predominste over centrifugal forces. A sche-
matic diagram of the secondary-flow components is presented in figure 5.
Reference 5, which compares two turbine configurations, one having high
rotor blade suction-surface diffusion near the trailing edge and the other
having high pressure-surface diffusion near the leading edge, shows that
the location and surface having high diffusion affected the loss pattern
at the rotor discherge. The loss pattern obtained for the configuration
having high pressure-surface diffusion near the leading edge indicated
loss patterns similar to those obtained wilth the subject turbine.

As ghown in figure 3 and the contours of relative total-pressure ~
ratioc of figure 4, there may be a bleedoff of low-momentum fluid from the ' :
pressure side of the rotor blade at & radiasl helght of approximately 40 .
to 60 percent of the blade height. This region of low-momentum fluid may
be part of thickened boundary layer bleeding off the pressure surface. A -
schematic diagram of this phenomenon is shown in figure 6. :
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The accumulation of low-momentum fluid slong the suction side of the
rotor blade increases in size and magnitude of loss with Increasing radisl
height from approximately 60 to 95 percent of blade height (figs. 3 and 4).
This accumulation of low-momenbum fluid along the suction surface of the
blade is probably the result of the scraping up of the outer-wall boundary
layer by the rotor blade. Smoke flow investigations of this secondary-
flow phenomenon at the rotor blade tip are reported in references 3 and
4. As stated 1n reference 4, secondary flows that appear in the rotor
tip region include the cross-channel flow in the outer-wall boundary layer
and the passage vortex that appears in some stationary shrouded blade rows.
However, the tip-clearance space and the relative motion between rotor
blade tip and outer wall result in additional flows and modifications of
the cross-channel flow. Cross-channel flow 1s increased by the addition
of the relative velocity component toward the suction surface due to the
rotor blade tip speed. Since the ratio of rotor tip speed to axizal air
velocity 1s greater than 0.8 and the angle of incildence is approximately
0%, it appears from figure 13 of reference 4 that, for the subject turbine,
& scraping vortex would be formed slong the suction surface near the rotor
blade tip. The interaction of any centrifuging of low-momentum fluid along
the blade suction surface and blade weke with the scraping vortex is
shown schematically in figure 7.

Figure 4 shows g region of relative total-pressure ratio greater than
1.00 at epproxlimately 95 percent of the blade height and nesr the pressure
slde of the wake. Relative total-pressure ratio at any radial height at
the rotor outlet is based on the value of the relative total pressure &t
the corresponding radial height at the rotor inlet. Values of relative
tobtal-pressure ratio greater than 1.00 can be obtained for a condition
in which a fluild particle, at the free-stream value of total pressure and
adJacent to the outer-wall boundary leyer, shifte radlally outward in
passing through the blade passage. Upon reachlng the rotor exit, the
fluid particle is at a radial height corresponding to a position in the
wall boundsry layer at the rotor inlet where the total pressure 1s less
than the free-stream value.

The region of relative totsl-pressure ratlos greater than 1.00 (fig.
4) results from the accumulation of the thick outer-wall boundary along
the suction side of the blade wake. Fluid at or near the free-stream
value of relative total pressure at the rotor inlet shifts radially toward
the outer wall when passing through the rotor passage to fill this region
(along pressure side of blade wake) where the boundary-layer thickness is
reduced.

Centrifuging of Low-Momentum Fluid

Figure 8 presents a plot of local efficiency ageinst blade height for
surveys taken at axial locations approximately 0.188 and 3.2 inches

-
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(ref. 5) or 1 chord length downstream of the rotor trailing edge. The
survey station located nearer the blade trailing edge shows the region of
low local efficlency (resulting from the rollup of the boundary layer from
the rotor hub) occurring at approximetely 30 percent of-the blade height.
This reglon of low local efficiency apparently 1s centrifuged outward as
it moves downstream and appears at approximstely 60 percent of the blade
height at the meesurlng station 1 chord length downstream of the rotor
blede trailing edge. A schematic diagram of the path of the core of low-
momentum fluild belng centrifuged outward is shown in figure 9.

From these results, 1t 1s apparent that caution should be exercised
in determining origins of low efficlencles when the survey station is
located sufficiently downstream and cenirifuging of low-momentum fluild
can materially change the position of low efficilency.

CONCLUDING REMARKS

The semivaneless stator configuration used in the investigation
effectively eliminated stator-exit loss accumulations and therefore gave
g uniform flow fleld at the rotor inlet. The combination of a uniform
flow field at the rotor inlet and the use of hot-wire anemometers, which
measured clrcumferentisl time variation of specific mass flow at the rotor
exlt, gave sultable conditions for obtalning Information on the secondary
flows through a rotor blade row with minimized induced effects produced by
secondary flow and wake losses of an upstream stator blade row.

From approximately 5 to 10 percent of the blade helght, little cir-
cumferential varistion was observed in specific mass flow in the free
stream and in the rotor blade wake.

Contours of relative totel-pressure ratio across the rotor indicated
that the hub boundary layer flowed cross channel from the blade pressure
surface to the suction surface of the ad)acent blade. Because the rotor
blade was designed for high pressure-surface diffusion negr the leading
edge (where the Iinwerd radial pressure force is greater than the centrifu-
gal force), low-momentum fluid resulting from the high diffusion moved
toward the hub and contributed to the low-momentum fiuid in the bub bound-
ary layer. When the low-momentum fluid in the boundary layer reached the
suction surface near the trailing edge, the low-momentum fluid was centri-
fuged toward the tip, since the centrifugal force was gregter than the
radiel pressure force.

The accumulation of low-momentum fluid along the suction surface of
the blade. increased in size and magnitude of loss wlth increasing radial
height from approximately 60 to 95 percent of the blade height. This
accumulation of low-momentum fluid i1s probebly the result of the scraping
up of the outer-wall boundary layer by the rotor blade tip.

028%
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Surveys teken at approximately 0.188 and 3.2 inches downstream of

the rotor blade indicated that the region of low-momentum fluld near the
hub was centrifuged toward the tip as it moved downstream.

Lewls Flight Propulsion Laborsatory

National Advisory Committee for Aeronautics
Cleveland, Chio, March 6, 1958
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Figure 1. - Comtant-‘r:ouperatm'o hot-wire anemometer,
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Figure 2. - Veloclty dlagrasms for de‘termina’tion of
relative velocity W.



14 e- NACA RM ES8B2T

(£} 50 Percent.

(1) 80 Percent.

(3) 90 Percent. (k) 95 Percent.

Figure 3. - Hot-wire traces of specific-mass-flow variation at rotor discharge
for verious percentages of hlade height as measured from hub.
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